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Lo b MATERIAL SAFETY QATA SHEET 70 635/
TOMLYN PRODUCTS KLIPPER WIZARD
Affiliate of IGI, Inc.

P.0. Box 685 (Harding Hwy)
Buena, NJ 08310 Date Prepared:___ 5/95

Phone#: . (609) 691-2411

SECTION I - HAZARDOUS INGREDIENTS/IDENTITY INFORMATION

This is an aerosol product.

The primary hazards from stem from the presence of the following _
ingredients: Mineral Oil, Isopropyl Alcohol, 1,1,1,-Trichloroethane, propane
and butane.

SECTION IT - PHYSICAL/CHEMICAL CHARACTERISTICS

Appearance & Odor: Thin oily liquid with mild odor

SECTION III - FIRE AND EXPLOSION HAZARD DATA

Extinguishing Media: Carbon dioxide, dry chemical powder, alcohol or polymer foam.

Unusual Fire and Explosion Hazards: Exposure to temperatures above 130°F may cause
bursting.

SECTION IV - REACTIVITY DATA
Stability: Stable
Conditiens to Avoid: High temperatures. Temperatures above 130°F may cause bursting.

Hazardous Polymerization: Will Not Occur
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SECTION V - HEALTH HAZARD DATA

Threshold Limit Value: 1,1,1-Trichoroethane - TLV-TWA 350 ppm

Effects of Querexposure: May be harmful by inhalation, injestion or skin absorption,
vapor or mist irritating to the eyes, mucous membrances and upper respiratory tract.
Prolonged exposure can cause narcotic effect.

Emergency First Aid Procedures Eyes: Immediately flush with copious amounts of water
For at least 15 minutes and consult a physician. Skin: Immediately wash skin with
soap and copious amounts of water. If inhaled, remove to fresh air and consult a
physician.

SECTION VI - PRECAUTIONS FOR SAFE HANDLING AND USE

Steps to be Taken in Case Material is Released or Spilled: Ventilate area and wash
spill site after material pickup is complete. Wear self-contained breathing
apparatus, rubber boots and heavy rubber gloves.

Waste Disposal Method: Do not puncture or incinerate. Consult local regulations
for large quantities that can not be exhausted by use.

SECTION VII - CONTROL MEASURES

Respiratory Protection (Specify Type): Not usually required for normal use.

Ventilation: Local Exhaust: Preferable
Protective Gloves: Recommended
Eve Protectign: Recommended

Precautions to be Taken in Handling and Storing: Store in a cool dry place.
Exposure to temperatures above 130°F may cause bursting.

Qther Precautions: Warning: Flammable. Contents under pressure. Keep away from
heat, sparks and open flame. Do not puncture or incinerate container. Read label
carefully before use.

The information contained in this Material Safety Data Sheet has been compiled.from
information believed to be accurate and from our own experience. While we believe
that the data presented is factual, IGI, Inc. and its affiliates make no warranty or
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